BushCaddy 19-3670
PREFLIGHT CHECKLIST

	PRE-START

Hour Meter
Check

Pax Brief
Complete

Harness
Secure

Loose Articles
Secure

Avionics
Off

Brakes
On

Fuel Selector
On

Choke
If cold

Fuel Pump
On Throttle
Closed

Master Switch
On

C.D.I’s
On

Clear Prop
Aloud
START

AFTER START

R.P.M.
1200 rpm
Oil Pressure
Check

Choke
Off

Avionics
On

Radio Frequency
Set

Strobe
On
TAXI TO RUN-UP AREA


	RUN-UP                   (at run-up area)

Idle
1200 rpm
C.H.T. 
In Green

Brakes
Holding

Run Up 
2000 rpm
Left C.D.I. 
Test

Right C.D.I. 
Test

Oil Pressure
Check

C.H.T. 
Check

Idle 
1000 rpm
R.P.M. 
1200 rpm
PRE TAKE OFF

Trim 
Neutral

Fuel Selector
On

Fuel Pump 
On

Fuel Contents
Sufficient

Instruments
Set/Check

Oil Temp
In Green

C.D.I’s 
Both On

Hatches
Secure

Harnesses
Secure

Controls 
Full & Free
TAXI BROADCAST


	IN FLIGHT

Fuel Pump 
OFF
	PRE LANDING

Fuel Pump
ON


