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	Step
	Procedure
	Satisfactory

	1
	Taxi tests – begin with a taxi speed no faster than a man can walk
	S

	2
	Taxi test  - practice 90, 180, and 360 degree turns and braking action while monitoring the oil pressure, oil temperature, cylinder head temperature, maintaining them within limits:

· Oil pressure:
Minimum – 220Kp
Maximum - 525Kp
· Oil temperature: 
Minimum -  15C
Maximum – 118C
· CHT:
Minimum – 150C
Maximum – 175C
· Volts: 
Minimum – 12Volts
Maximum – 14 Volts
	S
S
S
S

	3
	Check the flight instruments for operation each time the aircraft is taxied out
	S

	4
	Check the compass matches the magnetic heading of the runway or taxi way 

· Runway 06 / 24

· Runway 12/ 30
	S
S

	5
	When making a turn (e.g., right hand turn), the turn coordinator/turn and bank should indicate a right hand turn but the ball should skid to the left. The vertical speed indicator should read zero and the artificial horizon should indicate level
	S

	6
	After each taxi run, inspect the aircraft for oil and brake fluid leaks.
	S

	7
	Comments on handling and performance:

Tracks straight and true. Using slight pressure on the differential brakes will turn the aircraft while heavy pressure on one break will allow the aircraft to turn on one wheel in a very tight turning circle.
	S

	8
	Correction work that was required to be carried out:

Nil
	

	9
	General comments:

Along the bitumen or the grass then aircraft handles well with minimum effort required by the pilot. Inside the cabin is very quiet and the differential breaking system only needs a gentle touch of the break from one side or the other to keep the aircraft tracking true.
	


NOTE: All taxi tests should always be monitored by a minimum of one other member of the flight test team, who will watch for evidence of fire/smoke or other problems not visible to the pilot.
